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Modello Type F27HC-F27JC (4 = 4.5 mm) 25-4 36-4 49-4 71-4 107-4 142-4
Potenza Rating TC  2,5 °C

∆

∆

∆

T1 10K W 185 235 385 475 72 94

Portata d’aria Air quantity m3/h 900 900 1800 1800 2700 3600
Freccia d’aria Air throw m 10,5 10,5 12,5 12,5 14,0 15,5
Modello Type F27HC-F27JC (6 = 6.0 mm) 19-6 28-6 38-6 55-6 85-6 110-6
Potenza Rating TC  2,5 °C

T1 10K W 16 2 5 33 415 63 83

Portata d’aria Air quantity m3/h 950 950 1900 1900 2850 3800
Freccia d’aria Air throw m 11,0 11,0 13,0 13,0 14,5 16,0
Modello Type F27HC-F27JC  (7 = 7.0 mm) 16-7 23-7 31-7 46-7 70-7 92-7
Potenza Rating TC  2,5 °C

T1 10K W 145 185 3 37 57 76

Portata d’aria Air quantity m3/h 1000 1000 2000 2000 3000 4000

Freccia d’aria Air throw m 11,5 11,5 13,5 13,5 15,5 17,0

DATI COMUNI / COMMON DATA

Elettroventilatori Fans Ø 275 mm n° 1 1 2 2 3 4
W 85 85 170 170 255 340

Assorb. motori Motor power consumption 1~230V 50Hz A 0,6 0,6 1,2 1,2 1,8 2,4
Sbrinamento Defrost E 230 V            W 1220 1220 2160 2160 3080 4000
Vol. circuito Circuit volume dm3 0,8 1,3 1,6 2,3 3,3 4,3
Dimensioni Dimensions A                      mm 678 678 1048 1048 1418 1788
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Modello Type F30JC (4 = 4.5 mm) 411-4 412-4 421-4 422-4 431-4 432-4 442-4
Potenza Rating TC  2,5 °C

T1 10K W 33 4 5 67 8 5 99 1235 163

Portata d’aria Air quantity m3/h 1450 1300 2900 2600 4350 3900 5200
Freccia d’aria Air throw m 16 14 19 17 22 20 21
Modello Type F30JC  (6  = 6.0  mm) 511-6 512-6 u 521-6 522-6 431-6 532-6 542-6
Potenza Rating TC  2,5 °C

T1 10K W 28 36 57 725 855 11 147

Portata d’aria Air quantity m3/h 1500 1400 3000 2800 4500 4200 5600
Freccia d’aria Air throw m 17 15 20 18 23 21 22
Modello Type F30JC  (7  = 7.0  mm) 611-7 612-7 621-7 622-7 631-7 632-7 642-7
Potenza Rating TC  2,5 °C

T1 10K W 255 335 515 67 77 1 1 135

Portata d’aria Air quantity m3/h 1550 1450 3100 2900 4650 4350 5800
Freccia d’aria Air throw m 18 16 21 19 24 22 23

DATI COMUNI    /    COMMON DATA
Elettroventilatori Fans Ø 300 mm n° 1 1 2 2 3 3 4

W 80 80 160 160 240 240 320
Assorb. motori Motor power consumption 1~230V 50Hz  

A 0,35 0,35 0,7 0,7 1,05 1,05 1,4
Sbrinamento Defrost E 230 V            W 1700 2550 2900 4300 4050 6050 7800

Vol. circuito Circuit volume dm3 1,5 2,3 2,8 4,2 4,1 6,3 8,1

Dimensioni Dimensions A                      mm 760 760 1210 1210 1660 1660 2110
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Modello Type F35HC-F35JC (4 = 4.5 mm) 73-4 106-4 145-4 215-4 272-4 323-4 362-4 430-4
Potenza Rating TC  2,5 °C

T1 10K W 54 68 1 9 136 187 2 4 251 275

Portata d’aria Air quantity m3/h 2600 2400 5200 4800 7450 7200 9950 9600
Freccia d’aria Air throw m 19,5 18,0 23,0 22,0 26,0 25,0 30,0 29,0
Modello Type F35HC-F35JC  (6 = 6.0 mm) 59-6 84-6 117-6 174-6 u 218-6 261-6 290-6 348-6
Potenza Rating TC  2,5 °C

T1 10K W 45 59 92 12 161 18 215 24

Portata d’aria Air quantity m3/h 2650 2500 5300 5000 7700 7500 10300 10000
Freccia d’aria Air throw m 20,0 18,5 23,5 22,5 26,5 25,5 30,5 29,5
Modello Type F35HC-F35JC  (7 = 7.0 mm) 47-7 69-7 94-7 143-7 179-7 213-7 238-7 284-7
Potenza Rating TC  2,5 °C

T1 10K W 4 54 82 11 146 165 194 22

Portata d’aria Air quantity m3/h 2700 2600 5400 5200 7950 7800 10600 10400
Freccia d’aria Air throw m 20,5 19,0 24,0 23,0 27,0 26,0 31,0 30,0

DATI COMUNI / COMMON DATA

Elettroventilatori Fans Ø 350 mm n° 1 1 2 2 3 3 4 4
W 175 175 350 350 525 525 700 700

Assorb. motori Motor power consumption 1~230V 50Hz A 0,8 0,8 1,6 1,6 2,4 2,4 3,2 3,2
Sbrinamento Defrost E 230 V            W 2075 2975 3680 5280 7620 7620 9940 9940
Vol. circuito Circuit volume dm3 2,1 3,2 4,0 6,0 7,4 8,7 9,7 11,5
Dimensioni Dimensions A                      mm 865 865 1420 1420 1975 1975 1530 2530
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Modello Type F45HC (4 = 4.5 mm) 1100-4 1102-4 1106-4 1108-4 1112-4 1114-4 1118-4 1120-4
Potenza Rating TC  2,5 °C

T1 10K kW 12, 5 14, 3 24- 9 28, 6 37, 5 42, 2 49, 9 57, 6

Portata d’aria Air quantity m3/h 5200 4900 10400 9800 15600 14700 20800 19600
Freccia d’aria Air throw m 25 23 30 28 34 32 37 34
Modello Type F45HC (6 = 6.0 mm) 1200-6 1202-6 1206-6 1208-6 1212-6 u 1214-6 1218-6 1220-6
Potenza Rating TC  2,5 °C

T1 10K kW 11, 3 13, 4 22, 5 26, 9 34, 39, 8 45, 9 54,

Portata d’aria Air quantity m3/h 5400 5100 10800 10200 16200 15300 21600 20400
Freccia d’aria Air throw m 26 25 31 30 35 34 38 36
Modello Type F45HC (7 = 7.5 mm) 1300-7 1302-7 1306-7 1308-7 1312-7 1314-7 1318-7 1320-7
Potenza Rating TC  2,5 °C

T1 10K kW 9, 6 11, 8 19, 2 23, 6 29, 3 35, 2 39, 5 47, 7

Portata d’aria Air quantity m3/h 5600 5400 11200 10800 16800 16200 22400 21600
Freccia d’aria Air throw m 27 26 33 31 37 35 40 38
Modello Type F45HC (10 = 10.0 mm) 1400-10 1402-10 1406-10 1408-10 1412-10 1414-10 1418-10 1420-10
Potenza Rating TC  2,5 °C

T1 10K kW 7, 6 9, 6 15, 6 19, 3 23, 4 28, 5 31, 1 38, 4

Portata d’aria Air quantity m3/h 5800 5600 11600 11200 17400 16800 23200 22400
Freccia d’aria Air throw m 28 26 34 32 39 37 42 40

DATI COMUNI / COMMON DATA

Elettroventilatori Fans Ø 450 mm n° 1 1 2 2 3 3 4 4
W 520 520 1040 1040 1560 1560 2080 2080

Assorb. motori Motor power consumption 1~230V 50Hz A 2,5 2,5 5,0 5,0 7,5 7,5 10,0 10,0
Sbrinamento Defrost E 230 V            kW 3,39 5,08 6,27 9,40 9,15 13,72 12,03 18,04
Vol. circuito Circuit volume dm3 7,0 9,0 13,0 17,0 19,0 25,0 26,0 34,0
Dimensioni Dimensions A                      mm 1285 1285 2085 2085 2885 2885 3685 3685
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PROTECTED

Aeroevaporatori per celle frigorifere
Unit coolers for cold rooms

HITEC® Gamma aeroevaporatori con 
distributore Venturi.

BENEFIT® Gamma aeroevaporatori 
con distributore brevettato LU-VE 
Contardo JET-O-MATIC®.

HITEC® Unit coolers range with 
Venturi distributor.

BENEFIT® Unit coolers range with 
patented JET-O-MATIC® distributor 
LU-VE Contardo.

4000 - 27500 W  

CERTIFY ALL
DX AIR COOLERSF35HC - F35JC 

Modello Type F27HC-F27JC (4 = 4.5 mm) 25-4 36-4 49-4 71-4 107-4 142-4
Potenza Rating TC  2,5 °C

∆

∆

∆

T1 10K W 185 235 385 475 72 94

Portata d’aria Air quantity m3/h 900 900 1800 1800 2700 3600
Freccia d’aria Air throw m 10,5 10,5 12,5 12,5 14,0 15,5
Modello Type F27HC-F27JC (6 = 6.0 mm) 19-6 28-6 38-6 55-6 85-6 110-6
Potenza Rating TC  2,5 °C

T1 10K W 16 2 5 33 415 63 83

Portata d’aria Air quantity m3/h 950 950 1900 1900 2850 3800
Freccia d’aria Air throw m 11,0 11,0 13,0 13,0 14,5 16,0
Modello Type F27HC-F27JC  (7 = 7.0 mm) 16-7 23-7 31-7 46-7 70-7 92-7
Potenza Rating TC  2,5 °C

T1 10K W 145 185 3 37 57 76

Portata d’aria Air quantity m3/h 1000 1000 2000 2000 3000 4000

Freccia d’aria Air throw m 11,5 11,5 13,5 13,5 15,5 17,0

DATI COMUNI / COMMON DATA

Elettroventilatori Fans Ø 275 mm n° 1 1 2 2 3 4
W 85 85 170 170 255 340

Assorb. motori Motor power consumption 1~230V 50Hz A 0,6 0,6 1,2 1,2 1,8 2,4
Sbrinamento Defrost E 230 V            W 1220 1220 2160 2160 3080 4000
Vol. circuito Circuit volume dm3 0,8 1,3 1,6 2,3 3,3 4,3
Dimensioni Dimensions A                      mm 678 678 1048 1048 1418 1788
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Modello Type F30JC (4 = 4.5 mm) 411-4 412-4 421-4 422-4 431-4 432-4 442-4
Potenza Rating TC  2,5 °C

T1 10K W 33 4 5 67 8 5 99 1235 163

Portata d’aria Air quantity m3/h 1450 1300 2900 2600 4350 3900 5200
Freccia d’aria Air throw m 16 14 19 17 22 20 21
Modello Type F30JC  (6  = 6.0  mm) 511-6 512-6 u 521-6 522-6 431-6 532-6 542-6
Potenza Rating TC  2,5 °C

T1 10K W 28 36 57 725 855 11 147

Portata d’aria Air quantity m3/h 1500 1400 3000 2800 4500 4200 5600
Freccia d’aria Air throw m 17 15 20 18 23 21 22
Modello Type F30JC  (7  = 7.0  mm) 611-7 612-7 621-7 622-7 631-7 632-7 642-7
Potenza Rating TC  2,5 °C

T1 10K W 255 335 515 67 77 1 1 135

Portata d’aria Air quantity m3/h 1550 1450 3100 2900 4650 4350 5800
Freccia d’aria Air throw m 18 16 21 19 24 22 23

DATI COMUNI    /    COMMON DATA
Elettroventilatori Fans Ø 300 mm n° 1 1 2 2 3 3 4

W 80 80 160 160 240 240 320
Assorb. motori Motor power consumption 1~230V 50Hz  

A 0,35 0,35 0,7 0,7 1,05 1,05 1,4
Sbrinamento Defrost E 230 V            W 1700 2550 2900 4300 4050 6050 7800

Vol. circuito Circuit volume dm3 1,5 2,3 2,8 4,2 4,1 6,3 8,1

Dimensioni Dimensions A                      mm 760 760 1210 1210 1660 1660 2110
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Modello Type F35HC-F35JC (4 = 4.5 mm) 73-4 106-4 145-4 215-4 272-4 323-4 362-4 430-4
Potenza Rating TC  2,5 °C

T1 10K W 54 68 1 9 136 187 2 4 251 275

Portata d’aria Air quantity m3/h 2600 2400 5200 4800 7450 7200 9950 9600
Freccia d’aria Air throw m 19,5 18,0 23,0 22,0 26,0 25,0 30,0 29,0
Modello Type F35HC-F35JC  (6 = 6.0 mm) 59-6 84-6 117-6 174-6 u 218-6 261-6 290-6 348-6
Potenza Rating TC  2,5 °C

T1 10K W 45 59 92 12 161 18 215 24

Portata d’aria Air quantity m3/h 2650 2500 5300 5000 7700 7500 10300 10000
Freccia d’aria Air throw m 20,0 18,5 23,5 22,5 26,5 25,5 30,5 29,5
Modello Type F35HC-F35JC  (7 = 7.0 mm) 47-7 69-7 94-7 143-7 179-7 213-7 238-7 284-7
Potenza Rating TC  2,5 °C

T1 10K W 4 54 82 11 146 165 194 22

Portata d’aria Air quantity m3/h 2700 2600 5400 5200 7950 7800 10600 10400
Freccia d’aria Air throw m 20,5 19,0 24,0 23,0 27,0 26,0 31,0 30,0

DATI COMUNI / COMMON DATA

Elettroventilatori Fans Ø 350 mm n° 1 1 2 2 3 3 4 4
W 175 175 350 350 525 525 700 700

Assorb. motori Motor power consumption 1~230V 50Hz A 0,8 0,8 1,6 1,6 2,4 2,4 3,2 3,2
Sbrinamento Defrost E 230 V            W 2075 2975 3680 5280 7620 7620 9940 9940
Vol. circuito Circuit volume dm3 2,1 3,2 4,0 6,0 7,4 8,7 9,7 11,5
Dimensioni Dimensions A                      mm 865 865 1420 1420 1975 1975 1530 2530
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Modello Type F45HC (4 = 4.5 mm) 1100-4 1102-4 1106-4 1108-4 1112-4 1114-4 1118-4 1120-4
Potenza Rating TC  2,5 °C

T1 10K kW 12, 5 14, 3 24- 9 28, 6 37, 5 42, 2 49, 9 57, 6

Portata d’aria Air quantity m3/h 5200 4900 10400 9800 15600 14700 20800 19600
Freccia d’aria Air throw m 25 23 30 28 34 32 37 34
Modello Type F45HC (6 = 6.0 mm) 1200-6 1202-6 1206-6 1208-6 1212-6 u 1214-6 1218-6 1220-6
Potenza Rating TC  2,5 °C

T1 10K kW 11, 3 13, 4 22, 5 26, 9 34, 39, 8 45, 9 54,

Portata d’aria Air quantity m3/h 5400 5100 10800 10200 16200 15300 21600 20400
Freccia d’aria Air throw m 26 25 31 30 35 34 38 36
Modello Type F45HC (7 = 7.5 mm) 1300-7 1302-7 1306-7 1308-7 1312-7 1314-7 1318-7 1320-7
Potenza Rating TC  2,5 °C

T1 10K kW 9, 6 11, 8 19, 2 23, 6 29, 3 35, 2 39, 5 47, 7

Portata d’aria Air quantity m3/h 5600 5400 11200 10800 16800 16200 22400 21600
Freccia d’aria Air throw m 27 26 33 31 37 35 40 38
Modello Type F45HC (10 = 10.0 mm) 1400-10 1402-10 1406-10 1408-10 1412-10 1414-10 1418-10 1420-10
Potenza Rating TC  2,5 °C

T1 10K kW 7, 6 9, 6 15, 6 19, 3 23, 4 28, 5 31, 1 38, 4

Portata d’aria Air quantity m3/h 5800 5600 11600 11200 17400 16800 23200 22400
Freccia d’aria Air throw m 28 26 34 32 39 37 42 40

DATI COMUNI / COMMON DATA

Elettroventilatori Fans Ø 450 mm n° 1 1 2 2 3 3 4 4
W 520 520 1040 1040 1560 1560 2080 2080

Assorb. motori Motor power consumption 1~230V 50Hz A 2,5 2,5 5,0 5,0 7,5 7,5 10,0 10,0
Sbrinamento Defrost E 230 V            kW 3,39 5,08 6,27 9,40 9,15 13,72 12,03 18,04
Vol. circuito Circuit volume dm3 7,0 9,0 13,0 17,0 19,0 25,0 26,0 34,0
Dimensioni Dimensions A                      mm 1285 1285 2085 2085 2885 2885 3685 3685
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